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Size 1206
SMD Suppression Ferrite Bead
FBHE S Series 

Dimensions: [mm]

Electrical Properties: 

Land Pattern: [mm]
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Temperature Rise Current: The actual value of DC current when the temperature rise is △T=40°C

FEATURES

■

■

■

■

APPLICATION
Data lines and low power lines
Connec�on between digital and analog circuit

■

■

■

■

Monolithic inorganic material construc�on.
Closed magne�c circuit avoids crosstalk.
Suitable for reflow soldering.
Available in various sizes.
Opera�ng temperature: -55 to +125 °C(including self-temperature rise)
Quan�ty: 3000pcs



Typical Electrical Characteristics:
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A0

165°-180°

Top cover tape

Base tape

F

Peel force of top cover tape:

Packaging Information:
Tape Dimension：

 Soldering Reflow:

The peel force of top cover tape shall be between 0.14 to 0.58 N

Series
A0

(mm)
B0

(mm)

FBHE1206S 1.75±0.1 3.35±0.1 1.5±0.1 4.0±0.1 4.0±0.1 8.0±0.3 1.25±0.1 1.75±0.1 0.23±0.05
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Preheat condition: 150 ~200℃/ 60~120 sec.

Allowed time above 217℃: 60~150 sec.

Max temperature: 260℃.

25℃

60~120s

Time 25℃ to  Peak=8 min Max.

Peak 260℃ max.

t(s)

60~150s

T(℃)

217℃

200℃

150℃

260℃



KOHER Electronic
4546 BATES DRIVE, YORBLINDA CA 92886 USA


