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MDA HT Series 

Electrical Properties: 

Dimensions: [mm] Land Pattern: [mm]
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SMD Low Profile High Current Molded Inductor

FEATURES
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Low loss realized with low DCR.
hůƚƌĂ�ůŽǁ�ďƵǌǌ�ŶŽŝƐĞ͕�ĚƵĞ�ƚŽ�ĐŽŵƉŽƐŝƚĞ�ĐŽŶƐƚƌƵĐƟŽŶ .
100% Lead(Pb)-Free and RoHS compliant.
High performance (Isat) realized by metal dust core.
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APPLICATION
,ĞĂĚůĂŵƉƐ͕�ƚĂŝů�ůĂŵƉƐ�ĂŶĚ�ŝŶƚĞƌŝŽƌ�ůŝŐŚƟŶŐ
HVAC
�ŽŽƌƐ͕�ǁŝŶĚŽǁ�ůŝŌ�ĂŶĚ�ƐĞĂƚ�ĐŽŶƚƌŽů
Audio subsystem
Digital instrument cluster
/ŶͲsĞŚŝĐůĞ�/ŶĨŽƚĂŝŶŵĞŶƚ�ĂŶĚ�ŶĂǀŝŐĂƟŽŶ

Size 7054
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Typical Electrical Characteristics:
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Saturation Current will cause L to drop approximately 30%
Temperature Rise Current: The actual value of DC current when the temperature rise is △T=40°C
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A5

Packaging Quantity:

Reel Dimension：[mm]

Cover Tape

Embossed Carrier


